
HX1303 - 132 cv
HX1403 - 142 cv

HX SERIES





Sistema Componente Unidad Powershift Model-ATC

Modelo HX 1303 HX 1403

Motor Fabricante Daedong Daedong

Modelo 4J383TA-TP5B 4J383TA-TP5B

Potencia bruta del motor cv 132 142

Revolución nominal rpm 2200 2200

Par motor Nm 530 540

Porcentaje de la reserva de par % 26 19

Tipo
4 cilindros, vertical 

en línea, refrigerado 
por agua

4 cilindros, vertical 
en línea, refrigerado 

por agua
Núm de cilindros 4 4

Cilindrada cc 3,833 3,833

Turbocompresor Turbocompresor e 
Intercooler

Turbocompresor e 
Intercooler

Diámetro y carrera mm 103*115 103*115

Sistema de combustión Inyección directa Inyección directa

Relación de compresión 17:1 17:1

Tiempo de inyección Auto Control Auto Control

Orden de inyección 1-3-4-2 1-3-4-2

Alternador V-A 12V-110A 12V-110A

Batería V-A(20h) 12V-230Ah 12V-230Ah

Capacidad Depósito de combustible ℓ 230 230

Depósito de urea ℓ 18 18

Aceite de motor (filtro incluido) ℓ 15 15

Refrigerante del motor ℓ 18 18

Caja de transmisión ℓ 78 78

Soporte del eje delantero ℓ 10 10

Caja del eje delantero ℓ 0.9+0.9 0.9+0.9

Aceite de frenos ℓ 0.47 0.47

TDF Potencia nominal de la TDF/rpm HP(kw)/rpm 109(81.5)/2200 120(89.8)/2200

Potencia máxima de la TDF HP(kw) 117(87) 123(92)

Eficiencia de la TDF % 90 88

Consumo de combustible de la TDF ℓ/h 25.4 27.6

Toma de fuerza trasera SAE 1-3/8, 6 spline SAE 1-3/8, 6 spline

Tipo Independiente Independiente

Velocidades de la TDF rpm 540/540E/1000 540/540E/1000

Sistema Component Unit Powershift Model-ATC

Modelo HX 1303 HX 1403

Sistema 
hidráulico

Elevador de 3 pt Tipo de control Control electrónico Control electrónico

Bomba de implementos (1ª) lpm 119.0 119.0

Bomba de dirección asistida lpm 47.8 47.8

Caudal hidráulico total lpm 166.8 166.8

Tipo de enganche de 3 puntos Categoría Ⅱ Categoría Ⅱ

Capacidad de elevación

   @punto de elevación (Máx.) kg.f 4852 4852

   @610mm punto (A través de toda la 
gama) kg.f 3852 3852

Max. Drawbar vertical load kg 1500 1500

Towing Power HP(KW) 96 100

Nº de salidas hidráulicas (Delanteras/
Traseras) ( 6 / 8 ) ( 6 / 8 )

Transmisión Transmisión Transmisión
 Power Shift

Transmisión
 Power Shift

Cambio principal x cambio de gama 32(8X2X2) 32(8X2X2)

Nº de velocidades 32X32 32X32

Tipo de inversor Power shuttle Power shuttle

Dirección Dirección asistida 
hidrostática

Dirección asistida 
hidrostática

Tipo de freno principal Tipo de disco 
húmedo

Tipo de disco 
húmedo

Tipo de freno de estacionamiento Tipo de disco 
húmedo

Tipo de disco 
húmedo

Tipo de embrague principal Embrague multidisco 
húmedo

Embrague multidisco 
húmedo

Diámetro del embrague principal mm 149 149

Bloqueo mecánico del diferencial Trasero Trasero

Diferencial delantero LSD LSD

Sistema de tracción delantera Hidráulico Hidráulico

APPENDIX SPEC

Level1 Level2 Unit Power Shift for Europe(ATC)-TG310

Model HX1302ATC-NA HX1402ATC-NA

Engine Manufacturer Daedong Daedong

Model 4JTA-TP5A 4JTA-TP5A

Engine Gross Power HP(kw) 130.1(97.0) 140.1(104.5)

Rated revolution rpm 2,200 2,200

Max. Torque Nm 530 540

Type 4Cyl., In-line Vertical, 
Water-cooled 

4Cyl., In-line Vertical, 
Water-cooled 

No.of cylinders 4 4

Total displacement cc 3,833 3,833

Turbo Charge Turbocharged & 
Intercooler

Turbocharged & 
Intercooler

Bore&stroke mm 103*115 103*115

Compression Ratio 17:1 17:1

Injection order 1-3-4-2 1-3-4-2

Alternator V-A 12V-110A 12V-110A

Battery V-A(20h) 12V-230Ah 12V-230Ah

Capacity Fuel tank ℓ 230 230

Urea tank ℓ 18 18

Engine oil (Filter included) ℓ 15 15

Engine coolant ℓ 18 18

Transmission case ℓ 78 78

Support of front axle ℓ 10 10

Front axle case ℓ 0.9+0.9 0.9+0.9

Brake Oil ℓ 0.47 0.47

PTO Rated PTO Power/rpm HP(kw)/rpm 109(81.5)/2,200 120(89.8)/2,200

Maximum PTO Power HP(kw) 117(87) 123(92)

Independent Independent

rpm 540/540E/1,000 540/540E/1,000

Ground PTO Std Std

Level1 Level2 Unit Power Shift for Europe(ATC)-TG310

Model HX1302ATC-EU HX1402ATC-EU

Hydraulic Electronic control Electronic control

Implement Pump (1st) lpm 74.8 74.8 

Power steering pump lpm 46.2 46.2 

Total hydraulic flow lpm 121.0 121.0 

3-point hitch type Category Ⅱ Category Ⅱ

Lift Capaciwty

@lift point (Max.) 4,410 4,410

@lift point (Horizontal position) kg.f 4,285 4,285

@lift point (Through the full range) kg.f 3,665 3,665

@610mm point (Through the full range) kg.f 3,630 3,630

Max. Drawbar vertical load kg.f 1,500 1,500
Max. Trailer loading weight (equipped 
with trailer brake) kg.f  8,000(15,000)  8,000(15,000)

Towing Load (@7.5km/h Driving speed ) KN 31.26 32.16

Max. Towing Load KN →  37.8

Driving speed (@Max. Towing Load) Km/h → 2.29

Max. Towing Power HP(KW) 96(71.4) 100(75.1)

No.of standard remote valves (Front/Rear) (6 / 6) (6 / 6)

Drive Train Transmission Power shift 
Transmission

Power shift 
Transmission

Main gear shift x range gear shift 32(8×2×2) 32(8×2×2)

No. of speeds 32×32 32×32

shuttle Type Power shuttle Power shuttle

Steering Hydrostatic power 
steering

Hydrostatic power 
steering

Main Brake type Wet disc type Wet disc type

Parking Brake type Wet disc type Wet disc type

Main Clutch type Multi wet disc clutch Multi wet disc clutch

Main Clutch diameter mm 149 149

Mechanical differential lock Rear standard Rear standard

Front axle LSD LSD LSD

Front wheel drive system Hydraulic Hydraulic

APÉNDICE ESPECIFICACIONES

Las especificaciones enumeradas pueden ser modificadas por el fabricante.



Sistema Componente Unidad Powershift Model-ATC

Model HX 1303 HX 1403

Velocidades
Hacia adelante km/h 0.38~40.48 0.38~40.48
Hacia detrás km/h 0.37~40.20 0.37~40.20

Otras 
características

Volante basculante Std Std
Volante telescópico Std Std
Apertura del capó One-Touch Std Std
Plataforma plana (montaje ISO con 
alfombrilla de goma) Std Std

Cuadro de instrumentos Digital Digital

Transmisión Creep gear Std Std
4WD Std Std
Auto 4WD Std Std
Rear PTO Std Std

Peso Contrapesas kg/ud                 
(kg total)

Opc 50X10(500), 
50X14(700)

Opc 50X10(500), 
50X14(700)

Soporte contrapesas delanteras Std Std

Sistema 
hidráulico

Distribuidores No. of Valves Std : 4 (Opc : 1) Std : 4 (Opc : 1)
Válvula joystick Std Std
AUTO TDF Std Std
Control de profundidad Std Std
Brazo elevador One-Touch Std Std
Back up Std Std
Turn up Std Std
Enganche rápido Una mano Una mano
Guardabarros delantero Std Std
Guardabarros trasero Std Std

Cristal retrovisor Std (telescopico/
doble)

Std (telescopico/
doble)

Freno de estacionamiento Std Std
Limpiador de aire Seco, 9", Dual Seco, 9", Dual 

Longitud
Total

Bocina Std Std
Enchufe 7 pines Std Std
Faros delanteros Std Std
Faros de trabajo delanteros Std (LED-4) Std (LED-4)
Faros de trabajo traseros Std (LED-4) Std (LED-4)
faros de trabajo laterales Opc (LED-2) Opc (LED-2)
Faros de trabajo auxiliares Std (LED-2) Std (LED-2)
Faro de señalización Std Std
Faro de matrícula Std Std
Reflector (EEC) Std Std
Luz de trabajo Std Std
Luz Auto Room Std Std
Desconectador de batería Std Std

Sistema Componente Unidad Powershift Model-ATC

Modelo HX 1303 HX 1403

Características Aire Acondicionado Std Std
Calefacción Std Std
Limpiaparabrisas trasero Std Std
Desempañador de la luneta trasera Std Std
Radio Bluetooth Integrada en pantalla Integrada en pantalla
Nevera Opc Opc
Carga inhalambrica móviles Opc Opc
Asiento giratorio Std Std
Asiento con suspensión Std Std
Asiento calefactable Std Std
Material del asiento Tejido Tejido
Sistema presencia asiento Std Std
Asiento ventilado Std Std
Asiento acompañante Std Std
Material asiento acompañante Tejido Tejido
Asiento de acompañante (plegable) Std Std
Cinturón de seguridad acompañante Std Std
Parasol Std Std
Tubo de escape Vertical Vertical
Protector TDF Std Std
Posavasos Std Std
Pitido marcha atrás Std Std
Pitido freno de mano Std Std
Enchufe 3 pines Std Std
Control de elevación externo Std Std
HMS Std Std
Respuesta del Powershift Std Std
Control de la lámpara acompañamiento Std Std
Control de seguridad Std Std

Toma de corriente USB Charging +
Power Socket

USB Charging +
Power Socket

RPM Memory, Smart cruise Std Std
Eco Signal Std Std
Velocímetro Std Std
Easy stop Std Std
Suspensión de cabina Std Std
Separador de combustible/agua Std Std
Brazo superior hidráulico Std Std
Sistema telemático Std Std

APPENDIX SPEC

Level1 Level2 Unit Power Shift for Europe(ATC)-TG310

Model HX1302ATC-NA HX1402ATC-NA

Engine Manufacturer Daedong Daedong

Model 4JTA-TP5A 4JTA-TP5A

Engine Gross Power HP(kw) 130.1(97.0) 140.1(104.5)

Rated revolution rpm 2,200 2,200

Max. Torque Nm 530 540

Type 4Cyl., In-line Vertical, 
Water-cooled 

4Cyl., In-line Vertical, 
Water-cooled 

No.of cylinders 4 4

Total displacement cc 3,833 3,833

Turbo Charge Turbocharged & 
Intercooler

Turbocharged & 
Intercooler

Bore&stroke mm 103*115 103*115

Compression Ratio 17:1 17:1

Injection order 1-3-4-2 1-3-4-2

Alternator V-A 12V-110A 12V-110A

Battery V-A(20h) 12V-230Ah 12V-230Ah

Capacity Fuel tank ℓ 230 230

Urea tank ℓ 18 18

Engine oil (Filter included) ℓ 15 15

Engine coolant ℓ 18 18

Transmission case ℓ 78 78

Support of front axle ℓ 10 10

Front axle case ℓ 0.9+0.9 0.9+0.9

Brake Oil ℓ 0.47 0.47

PTO Rated PTO Power/rpm HP(kw)/rpm 109(81.5)/2,200 120(89.8)/2,200

Maximum PTO Power HP(kw) 117(87) 123(92)

Independent Independent

rpm 540/540E/1,000 540/540E/1,000

Ground PTO Std Std

Level1 Level2 Unit Power Shift for Europe(ATC)-TG310

Model HX1302ATC-EU HX1402ATC-EU

Hydraulic Electronic control Electronic control

Implement Pump (1st) lpm 74.8 74.8 

Power steering pump lpm 46.2 46.2 

Total hydraulic flow lpm 121.0 121.0 

3-point hitch type Category Ⅱ Category Ⅱ

Lift Capaciwty

@lift point (Max.) 4,410 4,410

@lift point (Horizontal position) kg.f 4,285 4,285

@lift point (Through the full range) kg.f 3,665 3,665

@610mm point (Through the full range) kg.f 3,630 3,630

Max. Drawbar vertical load kg.f 1,500 1,500
Max. Trailer loading weight (equipped 
with trailer brake) kg.f  8,000(15,000)  8,000(15,000)

Towing Load (@7.5km/h Driving speed ) KN 31.26 32.16

Max. Towing Load KN →  37.8

Driving speed (@Max. Towing Load) Km/h → 2.29

Max. Towing Power HP(KW) 96(71.4) 100(75.1)

No.of standard remote valves (Front/Rear) (6 / 6) (6 / 6)

Drive Train Transmission Power shift 
Transmission

Power shift 
Transmission

Main gear shift x range gear shift 32(8×2×2) 32(8×2×2)

No. of speeds 32×32 32×32

shuttle Type Power shuttle Power shuttle

Steering Hydrostatic power 
steering

Hydrostatic power 
steering

Main Brake type Wet disc type Wet disc type

Parking Brake type Wet disc type Wet disc type

Main Clutch type Multi wet disc clutch Multi wet disc clutch

Main Clutch diameter mm 149 149

Mechanical differential lock Rear standard Rear standard

Front axle LSD LSD LSD

Front wheel drive system Hydraulic Hydraulic

APENDICE	 	 	 ESPECIFICACIONES

The listed specifications may be changed by the manufacturer.



APPENDIX SPEC

Level1 Level2 Unit Power Shift for Europe(ATC)-TG310

Model HX1302ATC-NA HX1402ATC-NA

Engine Manufacturer Daedong Daedong

Model 4JTA-TP5A 4JTA-TP5A

Engine Gross Power HP(kw) 130.1(97.0) 140.1(104.5)

Rated revolution rpm 2,200 2,200

Max. Torque Nm 530 540

Type 4Cyl., In-line Vertical, 
Water-cooled 

4Cyl., In-line Vertical, 
Water-cooled 

No.of cylinders 4 4

Total displacement cc 3,833 3,833

Turbo Charge Turbocharged & 
Intercooler

Turbocharged & 
Intercooler

Bore&stroke mm 103*115 103*115

Compression Ratio 17:1 17:1

Injection order 1-3-4-2 1-3-4-2

Alternator V-A 12V-110A 12V-110A

Battery V-A(20h) 12V-230Ah 12V-230Ah

Capacity Fuel tank ℓ 230 230

Urea tank ℓ 18 18

Engine oil (Filter included) ℓ 15 15

Engine coolant ℓ 18 18

Transmission case ℓ 78 78

Support of front axle ℓ 10 10

Front axle case ℓ 0.9+0.9 0.9+0.9

Brake Oil ℓ 0.47 0.47

PTO Rated PTO Power/rpm HP(kw)/rpm 109(81.5)/2,200 120(89.8)/2,200

Maximum PTO Power HP(kw) 117(87) 123(92)

Independent Independent

rpm 540/540E/1,000 540/540E/1,000

Ground PTO Std Std

Level1 Level2 Unit Power Shift for Europe(ATC)-TG310

Model HX1302ATC-EU HX1402ATC-EU

Hydraulic Electronic control Electronic control

Implement Pump (1st) lpm 74.8 74.8 

Power steering pump lpm 46.2 46.2 

Total hydraulic flow lpm 121.0 121.0 

3-point hitch type Category Ⅱ Category Ⅱ

Lift Capaciwty

@lift point (Max.) 4,410 4,410

@lift point (Horizontal position) kg.f 4,285 4,285

@lift point (Through the full range) kg.f 3,665 3,665

@610mm point (Through the full range) kg.f 3,630 3,630

Max. Drawbar vertical load kg.f 1,500 1,500
Max. Trailer loading weight (equipped 
with trailer brake) kg.f  8,000(15,000)  8,000(15,000)

Towing Load (@7.5km/h Driving speed ) KN 31.26 32.16

Max. Towing Load KN →  37.8

Driving speed (@Max. Towing Load) Km/h → 2.29

Max. Towing Power HP(KW) 96(71.4) 100(75.1)

No.of standard remote valves (Front/Rear) (6 / 6) (6 / 6)

Drive Train Transmission Power shift 
Transmission

Power shift 
Transmission

Main gear shift x range gear shift 32(8×2×2) 32(8×2×2)

No. of speeds 32×32 32×32

shuttle Type Power shuttle Power shuttle

Steering Hydrostatic power 
steering

Hydrostatic power 
steering

Main Brake type Wet disc type Wet disc type

Parking Brake type Wet disc type Wet disc type

Main Clutch type Multi wet disc clutch Multi wet disc clutch

Main Clutch diameter mm 149 149

Mechanical differential lock Rear standard Rear standard

Front axle LSD LSD LSD

Front wheel drive system Hydraulic Hydraulic

APENDICE DIMENSIONES

Clasificación Dimensiones Anotaciones
Longitud total (con contrapesos delanteros y 
con enganche de 3 puntos) mm ❶ 4,887 Incluido el brazo inferior y los contrapesos delanteros

Longitud total (sin contrapesos delanteros y con 
enganche de 3 puntos) mm ❷ 4,518(+60mm) Sólo incluye el brazo inferior y el soporte de contrapesos delantero, sin contrapesos instalados

Anchura total (pisada mínima) mm ❸ 2,267

Altura total (Cabina) mm ❹ 2,906

Distancia entre ejes mm ❺ 2600

Ancho de vía - Delantero mm ❻ 1,854

Ancho de vía - Trasero mm ❼ 1,800

Despeje al suelo mm ❽ 496

Radio de giro mm - 5,100

Radio de giro (sin frenos) mm - 4,200

APPENDIX DIMENSIONS

Classification Demension Remarks 

Overall Length (mm) 1 4,887　 Including lower link, front weight 

2 4,518 Including lower link, front weight support 

Overall Width (mm) 3 2,267 

Overall Height (mm) 4 2,906 

Wheelbase (mm) 5 2,600 

Tread (mm) Front	Wheel	 6 1,854 

Rear	Wheel	 7 1,800 

Min. Ground Clearance (mm) 8 496 

Weight (kg.f) - 4,856 

Tyre Size Front AG. 420/70R28

Rear AG. 520/70R38

4,8871

4,518 2

2,6005

496

8

1,8546

※  Unit (mm)

1,800 7

2,267 3

2,906 

4

Las especificaciones enumeradas pueden ser modificadas por el fabricante.



HX1302/1402 HX1303/1403 




